
196 

40 CFR Ch. I (7–1–08 Edition) § 63.11095 

(i) All data and calculations, engi-
neering assessments, and manufactur-
er’s recommendations used in deter-
mining the operating parameter value 
under § 63.11092(b) or § 63.11092(e); and 

(ii) The following information when 
using a flare under provisions of 
§ 63.11(b) to comply with § 63.11087(a): 

(A) Flare design (i.e., steam-assisted, 
air-assisted, or non-assisted); and 

(B) All visible emissions (VE) read-
ings, heat content determinations, flow 
rate measurements, and exit velocity 
determinations made during the com-
pliance determination required under 
§ 63.11092(e)(3). 

(3) Keep an up-to-date, readily acces-
sible copy of the monitoring and in-
spection plan required under 
§ 63.11092(b)(1)(i)(B)(2) or 
§ 63.11092(b)(1)(iii)(B)(2). 

(4) Keep an up-to-date, readily acces-
sible record of all system malfunctions, 
as specified in § 63.11092(b)(1)(i)(B)(2)(v) 
or § 63.11092(b)(1)(iii)(B)(2)(v). 

(5) If an owner or operator requests 
approval to use a vapor processing sys-
tem or monitor an operating parameter 
other than those specified in 
§ 63.11092(b), the owner or operator shall 
submit a description of planned report-
ing and recordkeeping procedures. 

§ 63.11095 What are my reporting re-
quirements? 

(a) Each owner or operator of a bulk 
terminal or a pipeline breakout station 
subject to the control requirements of 
this subpart shall include in a semi-
annual compliance report to the Ad-
ministrator the following information, 
as applicable: 

(1) For storage vessels, if you are 
complying with options 2(a), 2(b), or 
2(c) in Table 1 to this subpart, the in-
formation specified in § 60.115b(a), 
§ 60.115b(b), or § 60.115b(c) of this chap-
ter, depending upon the control equip-
ment installed, or, if you are com-
plying with option 2(d) in Table 1 to 
this subpart, the information specified 
in § 63.1066. 

(2) For loading racks, each loading of 
a gasoline cargo tank for which vapor 
tightness documentation had not been 
previously obtained by the facility. 

(3) For equipment leak inspections, 
the number of equipment leaks not re-
paired within 15 days after detection. 

(b) Each owner or operator of an af-
fected source subject to the control re-
quirements of this subpart shall submit 
an excess emissions report to the Ad-
ministrator at the time the semiannual 
compliance report is submitted. Excess 
emissions events under this subpart, 
and the information to be included in 
the excess emissions report, are speci-
fied in paragraphs (b)(1) through (5) of 
this section. 

(1) Each instance of a non-vapor- 
tight gasoline cargo tank loading at 
the facility in which the owner or oper-
ator failed to take steps to assure that 
such cargo tank would not be reloaded 
at the facility before vapor tightness 
documentation for that cargo tank was 
obtained. 

(2) Each reloading of a non-vapor- 
tight gasoline cargo tank at the facil-
ity before vapor tightness documenta-
tion for that cargo tank is obtained by 
the facility in accordance with 
§ 63.11094(b). 

(3) Each exceedance or failure to 
maintain, as appropriate, the mon-
itored operating parameter value de-
termined under § 63.11092(b). The report 
shall include the monitoring data for 
the days on which exceedances or fail-
ures to maintain have occurred, and a 
description and timing of the steps 
taken to repair or perform mainte-
nance on the vapor collection and proc-
essing systems or the CMS. 

(4) Each instance in which malfunc-
tions discovered during the monitoring 
and inspections required under 
§ 63.11092(b)(1)(i)(B)(2) and 
(b)(1)(iii)(B)(2) were not resolved ac-
cording to the necessary corrective ac-
tions described in the monitoring and 
inspection plan. The report shall in-
clude a description of the malfunction 
and the timing of the steps taken to 
correct the malfunction. 

(5) For each occurrence of an equip-
ment leak for which no repair attempt 
was made within 5 days or for which re-
pair was not completed within 15 days 
after detection: 

(i) The date on which the leak was 
detected; 

(ii) The date of each attempt to re-
pair the leak; 

(iii) The reasons for the delay of re-
pair; and 

(iv) The date of successful repair. 
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(c) Each owner or operator of a bulk 
gasoline plant or a pipeline pumping 
station shall submit a semiannual ex-
cess emissions report, including the in-
formation specified in paragraphs (a)(3) 
and (b)(5) of this section, only for a 6- 
month period during which an excess 
emission event has occurred. If no ex-
cess emission events have occurred 
during the previous 6-month period, no 
report is required. 

[73 FR 1933, Jan. 10, 2008 as amended at 73 FR 
12276, Mar. 7, 2008] 

OTHER REQUIREMENTS AND INFORMATION 

§ 63.11098 What parts of the General 
Provisions apply to me? 

Table 3 to this subpart shows which 
parts of the General Provisions apply 
to you. 

§ 63.11099 Who implements and en-
forces this subpart? 

(a) This subpart can be implemented 
and enforced by the U.S. EPA or a dele-
gated authority such as the applicable 
State, local, or tribal agency. If the 
U.S. EPA Administrator has delegated 
authority to a State, local, or tribal 
agency, then that agency, in addition 
to the U.S. EPA, has the authority to 
implement and enforce this subpart. 
Contact the applicable U.S. EPA Re-
gional Office to find out if implementa-
tion and enforcement of this subpart is 
delegated to a State, local, or tribal 
agency. 

(b) In delegating implementation and 
enforcement authority of this subpart 
to a State, local, or tribal agency 
under subpart E of this part, the au-
thorities specified in paragraph (c) of 
this section are retained by the Admin-
istrator of U.S. EPA and cannot be 
transferred to the State, local, or trib-
al agency. 

(c) The authorities that cannot be 
delegated to State, local, or tribal 
agencies are as specified in paragraphs 
(c)(1) through (4) of this section. 

(1) Approval of alternatives to the re-
quirements in §§ 63.11086 through 
63.11088 and § 63.11092. Any owner or op-
erator requesting to use an alternative 
means of emission limitation for stor-
age vessels in Table 1 to this subpart 
must follow either the provisions in 
§ 60.114b of this chapter if you are com-

plying with options 2(a), 2(b), or 2(c) in 
Table 1 to this subpart, or the provi-
sions in § 63.1064 if you are complying 
with option 2(d) in Table 1 to this sub-
part. 

(2) Approval of major alternatives to 
test methods under § 63.7(e)(2)(ii) and 
(f), as defined in § 63.90, and as required 
in this subpart. 

(3) Approval of major alternatives to 
monitoring under § 63.8(f), as defined in 
§ 63.90, and as required in this subpart. 

(4) Approval of major alternatives to 
recordkeeping and reporting under 
§ 63.10(f), as defined in § 63.90, and as re-
quired in this subpart. 

§ 63.11100 What definitions apply to 
this subpart? 

As used in this subpart, all terms not 
defined herein shall have the meaning 
given them in the Clean Air Act (CAA), 
in subparts A, K, Ka, Kb, and XX of 
part 60 of this chapter, or in subparts 
A, R, and WW of this part. All terms 
defined in both subpart A of part 60 of 
this chapter and subparts A, R, and 
WW of this part shall have the meaning 
given in subparts A, R, and WW of this 
part. For purposes of this subpart, defi-
nitions in this section supersede defini-
tions in other parts or subparts. 

Administrator means the Adminis-
trator of the United States Environ-
mental Protection Agency or his or her 
authorized representative (e.g., a State 
that has been delegated the authority 
to implement the provisions of this 
subpart). 

Bulk gasoline plant means any gaso-
line storage and distribution facility 
that receives gasoline by pipeline, ship 
or barge, or cargo tank and has a gaso-
line throughput of less than 20,000 gal-
lons per day. Gasoline throughput shall 
be the maximum calculated design 
throughput as may be limited by com-
pliance with an enforceable condition 
under Federal, State, or local law and 
discoverable by the Administrator and 
any other person. 

Bulk gasoline terminal means any gas-
oline storage and distribution facility 
that receives gasoline by pipeline, ship 
or barge, or cargo tank and has a gaso-
line throughput of 20,000 gallons per 
day or greater. Gasoline throughput 
shall be the maximum calculated de-
sign throughput as may be limited by 
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